Engineered Vegetation Control Systems

Manufactured by U-TECK

P.O. Box 2484, Fayetteville, North Carolina 28302
(800) 542-7011 " Fax: (910) 483-0784

WeedEnder.com

Adhesive/Caulk

Features

¥ (QYLURQPHQWDOO\ VDIH
T 6WURQJ GXUDEOH ERQG
¥ SHPDLQV IOH[LEOH )

f ((FHOOHQW DGKHVLRQ :
UHVLVWDQ'

7KLY SURGXFW LV D RQH SDU
PHGLXP PRGXOXV DGKHVLYH
VSHFLDOO\ IRUPXODWHG IRU
DGKHVLRQ WR W R hhatetidd G (Q G H
DQG WKH PHWDO RU ZRRGHQ
7KLY DGKHVLYH FDXON LV VX
UHDG\ WR XVH 8QGHU SUHVV
UHDGLO\ IURP LWV FRQWDLQ'
SURYLGH H[FHOOHQW UHVLVYV

RIRQH KHDW DQG VXQOLJKW 7KH DGKHVLYH FDXON FRORU LV

WeedEnder® material.

8VHG IRU IRRWSULQWY VHDPV DQG FXW% MXW\DGSMKYWEW Q VZW H
JURZLQJ LQ VHDPV DQG DURXQG SRVWV RI DOO W\SHV

Usage Notes: Do Not substitute adhesive/caulk, as it is formulated and tested to meet
performance and warranty needs. Wet/dry formula means it can be used on wet or dry

WeedEnder installation conditions.



